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Wave Techniques for Noise Modeling and
Measurement

Scott W. Wedge. Member., IEEE. and David B. Rutledge. Senior Member, IEEE

Abstract—The noise wave approach is applied to analysis,
modeling, and measurement applications. Methods are pre-
sented for the calculation of component and network noise wave
correlation matrices. Embedding calculations, relations to two-
port figures-of-merit, and transformations to traditional rep-
resentations are discussed. Simple expressions are derived for
MESFET and HEMT noise wave parameters based on a linear
equivalent circuit. A noise wave measurement technique is pre-
sented and experimentally compared with the conventional
method.

[. INTRODUCTION

IRCUIT theory provides numerous alternatives for the

characterization of noise in linear networks. Hart-
mann | 1] alone presented twelve representations for the
simple two-port. Noise is typically characterized using
combinations of equivalent voltage and current sources.
For high frequency circuit applications, however, a wave
interpretation of noise has advantages. Noise waves have
received a moderate amount of interest since their intro-
duction by Penfield [2]. Bosma [3] used noise waves to
solve the Haus and Adler [4] optimum noise performance
neohlem . Hecken {3} wsed them to simpiny acise per-
tormance calculations through signal-flow graph theory.
Kanaglekar er al. [6] and Dobrowolski [7]. [8] have pre-
sented CAD algorithms strictly in terms of noise waves
and scattering parameters.

In the noise wave representation. a circuit element’s
noisc i described using waves that emanate from its ports.
A linear two-port represented by noise waves and scatter-
ing parameters is shown schematically in Fig. 1. Noise
waves ¢; and ¢» contribute to the scattered waves such that
the wave variables and scattering parameters satisfy

b, s SN[ a ¢y
= + . H
\ b> Sy $a/ \as s
The noise waves are time-varying complex random vari-
ables characterized by a correlation matrix C; given by

] ek
¢ = (-5 25 @
o0 Gl
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Fig | The schemate representation ol a two-port circunt element ustng

scaltering parameters and noise waves

where the overbar indicates time averaging with an im-
plicit assumption of ergodicity and jointly wide-sense sta-
tionary processes. The diagonal terms of C; give the noise
power deliverable to the terminations in a 1-Hz band-
width. The off-diagonal terms are correlation products.
The noise wave correlation matrix C, is Hermitian and its
components are referred to as noise wave parameters.

The strength of the noise wave representation lies in a
compatibility with distributed circuit variables that per-
mits noise analysis problems to be tormalized and solved
using scattering parameters. Simple relations can often be
found between a circuit element’s scattering and noise
wave parameters. The availability of accurate scattering
parameter measurements then contributes to the accuracy
of the noise analysis. Noise wave parameters are numer-
ically stable. The reflections and resonances common in
microwave circuits may cause voltage and current quan-
tities to vary dramatically. while the limited range of noise
wave quantitics makes them ideal for CAD applications.
The wave interpretation of noise has also lead to alterna-
tive noise parameter measurcment methods [9]. [10].

In this paper new applications of the noise wave rep-
resentation in analysis. modeling. and measurement are
presented. Section Il presents noise wave analysis tech-
nigues. Noise calculations for interconnected multiport
networks and two-port figures-of-merit are discussed. In
Section IIl. equivalent circuits are used to derive simple
expressions for the noise wave parameters of the MES-
FET and HEMT. The modeling approach taken is com-
parcd with experiment. Section IV describes a new method
for making direct measurement of noise wave parameters.
The method is simpier than conventional methods that use
source-pull tuners to extract Tp,,. [, and R,. The noise
wave and conventional measurement techniques are com-
pared experimentally.
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II. Noist Wave NETWORK ANALYSIS

Analyzing a network for its noise properties involves
its division into the smallest number of uncorrelated com-
ponents. The signai and noise correlation matnices tor the
components are used to solve for those of the overall net-
work. In general. the network and its components are
multiport elements. In the noise wave representation each
multiport element has scattering matrix 8, incident and
output wave vectors (@ and b, respectively). and noise
wave vector ¢ satisfving

b= Sa + c. 3

The multiport noise wave correlation matrix €, of each
clement is given by

C = cc )

where the dagger indicates the Hermitian conjugate. and
the overbar the time averaged correlation product. At a
given frequency the signal and noise properties of a linear
n-port device are completely characterized by 7 X n scat-
tering and noise wave correlation matrices. In Fig. 2. this
approach is compared to the more traditional muitiport
admittance and impedance representations. Included in the
comparison are circuit diagrams and matrix relations for
voltage. current, and wave quantities. The use of multiple
noise representations can sometimes lead to more efficient
analyses {1 1]; transformations can be used to avoid a non-
existent representation. to simplify calculations. or to
avoid singularities. The family of transformations be-
tween wave. impedance. and admittance representations
is included in Fig. 2. Admittance and impedance matrices
are assumed normalized.

A. Embedded Multiport Networks

Any linear noise analysis problem can be solved through
one or more applications of the embedded network prob-
lem illustrated in Fig. 3. A noisy multiport subnetwoin
with scattering matrix § is shown embedded in a noisy
subnetwork with scattering matrix 7. The two subnet-
works have known noise wave correlation matrices C, and
C,. respectively. The scattering and noise wave correla-
tion matrices. S,., and C,.,. for the aggregate network are
found by partitioning the embedding network’s scattering
matrix T into submatrices that satisfy

b e Tn Tei ‘ a, Ce
= + (5)
 b; T, T; a; Ci

where subscript i designates waves shared at the internal
connections between networks S and T. and subscript e
designates the external waves at the S, terminals. The
noise wave correlation matrix of network T is similarly
partitioned such that

+

T
€. C C,C
€, C¢;

The resuiting ndice wave correlation matrix is then given

WAVE TECHNIQUES FOR NOISE MODFLING AND MEASUREMENT
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Fig. 2 A summary of the signal and noise representations and transtor-
mations for admuttance. impedance. and warve parameters. The admittance
matrix ¥ and impedance matna Z are assumed to be normalized. and s
the identity matnix

w

nel

Fig. 3 A multpont network § with noise wave correlaton matnx C,
emaedded within network T with correlation matrix C, The result of the
embedding 1s scattering and correlaton matrices S, and C,... Network T
s partitioned i the manner shown, where subscript e denotes reference (o
an external wave. and i denotes reference to an internal wave  Internal
wurves are defined as those shared at the connections between S and T

by [3]
Co. = AC,A™ + [I| ASIC, {I]| AST (7)

where the pipe symbol (]) designates matrix augmenta-
tion. I is the identity matrix. and A is the matrix given by

A=T,I- ST, ". (8)

The network’s scattering matrix is given by the well
known expression [12]

Sncl = Tee + ASTie' N

It is significant to note that matrix product AS is commor:
to both the S, and C,, expressions. During analysis. the
majority of computation time is spent on the matrix in-
version required for A, and for the calculation of this
product. The penalty in combining a noise analysis with
a deterministic analysis is therefore minimal. Since any
network may be interpreted as a combination of embed-
dings, connection formulas (7) and (9) may be used as the
basis for computer-aided analysis. Indeed, this approach
is the wave equivalent of the admittance matrix CAD ap-
proach presented by Rizzoli and Lipparini [13].
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B. Twao-Port Analvsis

Noise performance tigures-of-merit are calculated trom
the signal and noise correlation matrices that result from
a two-port network analysis. As with scattering parame-
ters. noise waves are detined with respect to a normalizing
impedance. This leads to simple expressions for amplifier
noise performance when a zero source reflection coeth-
cient (I', = s assumed. In terms ot the scattering and
noise wave parameters presented in (1) and (2). noise
temperature T, 18 given by

kI, = )

where & 1s Boltzmann's constant. Noise measure M s
written

_ e
KT M = =

FRTTREE SIS

(lh

o

where T s standard temperature (290 K). A 1-Hz band-
width s assumed in both expressions. Noise performance
contours are generated by examining the variation of 7T,
and M with respect to non-zero T values. In terms of the
two-port scattering and noise wave correlation matrices,
the noise temperature function is

. aC.0’
AT, = = o (R3]
(1 - '
where « 1s the T X 2 row matnix
‘ I - Tosyyo
) 1%
) K

and C, is the matnix given in (2). Noise measure may be
written
- aC.a’
AkTLM = ——— (14)
all - SSHa

where § is the scattering matrix of the two-port. As be-
fore. the expressions for T, and M assume a |-Hz band-
width. The standard noise parameters ' . T,n. and R,
may also be written in terms of the components of C,.
Equations for the conversion between these parameter sets
are given in the Appendix.

III. COMPONENT MODELING

Prior to noise wave analysis. cach component of a net-
work must be represented by a scattering and noise wave
correlation matrix. The extraction of scattering parame-
ters is well understood. and noise wave correlation ma-
trices may often be expressed in terms of these values.
For the passive multiport with thermal noise. the noise
wave correlation matrix is derived directly from the scat-
tering matrix [14]

C, = kT - S§") (15)

where k is Boltzmann's constant and T is the physical
temperature. Combining this expression with (12) reveals

the noise temperature of 4 passive two-port in terms of ity
scatlering matnx:

- ad - 88 a
T, : (i6)
T A

Expressions comparable to (15) and (16) can be denved
tor active devices. Signal and nogse modeling of the MES-
FET and HEMT ure based on small-signal cquivalent cir-
cuits and addwional  trequency-independent  quantities
propoartional to noise correlation matrix values {15]-120].
Pospieszalskt {211 has shown that the trequency -inde-
pendent quantities are tantamount (0 resistors n the
equivalent circuit possessing effective temperatures. In the
simplified intrinsic equivalent circuit of Fig. 4. the gate-
source resistance R, and drain-source resistance R, are
assigned equivalent temperatures T, and 7. respectively.
With the source grounded. noise wave ¢ emanates from
the gate and ¢ from the drain. The value of te,i” s due
only to the temperature of input resistance R, and is given
by

e = kT(1 = lspi). (7
Noise produced by R, induces a voltage across C, that
is transterred to the drain via transconductance ¢,,. The
result is the noise correlation term

ooy = St YIRS (18)
sy — |
The output noise wave ¢ results from correlated noise
from the gate. and noise generated by output resistance
R, at equivalent temperature 7,,. It is given by
ledf” = il S RTHE = st 19)
o F I ' -
Expressions tor the scattering and noise wave parameters
in terms of the equivalent circuit values ot Fig. 4 are given
in the Appendix.

Accurate device signal and noise modeling generally
requires a more detailed equivalent circuit than that of Fig.
4: stray capacitance. lead resistance and inductance must
be added. The effects of additional clements on the scat-
tering and correlation matrices are computed by applying

cinbedding calculations (5)-(9): the equivalent circuit of

Fig. 4 is considered embedded in a subcircuit consisting
of the additional elements. The embedding circuit is typ-
ically passive with correlation matrix found from (15). A
required intermediate step is a two-port to three-port con-
version of C,. This is achieved by recognizing that the
elements of an indefinite N-port noise wave correlation
matrix satisfy
v v
2. (')('Zk = 2, (',('Zk =0 (20)
;o Lo
as do the elements of an indefinite noise current correla-
tion matrix.

This noise analysis procedure has been applied to the
Fujitsu FSX02X MESFET and FHRO2X HEMT using the

C 3
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Gate Drain

Source
Fig. 4. Intnasic equivalent circuit for MESFET and HEMT transistors
Gate temperature 7 is the equivalent temperature of R, Drain temperature
T, 1s the equivalent temperature of R,,. The noise voltage generated by R,
appears at ¢ resulting 1n correlation between input and output

Fig. 5. A more accurate equivalent circuit for the chip form MESFET and
HEMT. During noise analysis. the parasitic resistances R,. R, and R, are
assumed to be at standard temperature

TABLE |
COMPONENT VALLES FOR ELEMENTS IN THE
EQuivaLenT CIRcutT of FiG. S USED To MODEL THE
Funtst FSX02X MESFET anp FHR02X HEMT

Parameter FSX02X FHRO2X
£mo (MS) 42.5 55

T (psec) 2.0 0.85
C,. (pFy 0.33 0.2
C.. (pF) 0.033 0.025
C,. (pF) 0.115 0.049
R, (h 35 2.5
R, () 270.0 188.7
R, (@) 0.3 1.3
R. () 1.8 1.3
R, () 3.0 1.3
L, (nH) 0.12 0.1
L, (nH) 0.05 0.08
L, (nH) 0.12 0.

T, (K) 290 290
T, (K) 1375 1100

The transconductance g,, has an associated transit
time 7 such that g,, = g.oe ’*". Gate temperature T,
is the equivalent temperature of R,,. Drain tempera-
ture T, is the equivalent temperature of R,,. Values
for both devices are for [,, = 10 mA. The FSX02X
values correspond to a bias voltage V,, = 3 V. while
V., = 2V for the FHROZX.

equivalent circuit of Fig. 5. Parameter values for the
equivalent circuit are listed in Table I. The results have
been converted to standard noise parameters (using the

Stop
{ Gz 18
(a)
Start Stop
2 f Qix 18
(b)

Fig. 6. Smith chart comparison of theory (a) and measurement (b) of op-
timum reflection coefficient T, for the Fujitsu FSX02X MESFET. The
theoretical piot was made with T, = 1375 K. Plots are from 2-18 GHz,
running counterclockwise over frequency. with points shown in 2 GHz in-
crements.

equations found in the Appendix) for a comparison with
measured data provided by the manufacturer. Given in
Fig. 6 are Smith chart plots of theory and measurement
for oy for the Fujitsu FSX02X MESFET from 2-18 GHz.
The theoretical plot assumes a standard gate temperature
T, = 290 K, suggesting that this noise is thermal in na-
ture. A large drain temperature value (7, = 1375 K) is
needed to represent all noise processes in the drain-source
region. Theory and measurement for the noise figure min-
imum F_,,, and noise resistance R, are given in Fig. 7.
Noise figure minimum and I, predictions are quite good.
Noise resistance is slightly underestimated. Better R, and
F.i» matching is possible by adding a pole to the fre-

Y
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Fig. 7. Comparison of theory and measurement of noise figure minimum
F .. {a) and noise resistance R, (b) for the Fujitsu FSX02X MESFET. The
theoretical plot was made with 7, = 1375 K

quency behavior of g,. Low frequency F,, predictions
can be expected to deviate with measurements as |I',p|
approaches unity. Shown in Fig. 8 are Smith chart plots
of modeled and measured T, for the Fujitsu FHRO2X
HEMT from 2-26 GHz. Standard temperature is again
used for the gate. Graphs showing comparisons of F,
and R, are shown in Fig. 9. As before, predictions are
good with the exception of R, which deviates from theory
at lower frequencies.

These examples demonstrate surprisingly good room
temperature MESFET and HEMT noise modeling with a
single parameter: drain temperature 7,. All other ele-
ments of the equivalent circuit (derived from scattering
parameter measurements) were assumed to be at standard
temperature. The limitations of this approach include de-

e

Start Stop
2 r Gix 26

(a)

Start Stop
2 {f Qix 26

(b)
Fig. 8. Smith chart comparison of theory (a) and measurement (b) of op-
timum reflection coeflicient I, for the Fujitsu FHR02X HEMT. The the-
oretical plot was made with T, = 1100 K. Piots are from 2-26 GHz, run-
ning counterciockwise over frequency. with points shown in 2 GHz
increments.

pendence on the accuracy of the equivalent circuit and the
lack of low frequency noise. Yet, it is possible to express
T, as a function of frequency and bias conditions for
broadband bias dependent noise modehng. The noise
wave approach simplifies active and passive device mod-
eling by using scattering parameters and these physical or
equivalent temperature values.

IV. Noise WAVE MEASUREMENTS

To measure the standard two-port noise parameters
Tins Topr, and R, a source-pull tuner is used to present
various I, values to the device under test (DUT). The
tuner complicates the measurement process. It may pos-

x
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Fig. 10 Apparatus for the measurement of two-port noise wave parane-
A0 e o e e e e+ e g ters |, fesi”, and ¥ Noise waves ¢, and o> emanate from network §
’ and combine with scattered waves from the noise sources to form waves d|
- and d.. The noise sources have equivalent temperatures 7, and T, each
e capable of taking on hot and cold values. At the center is placed either a ®
2% - . “Thru"" circuit or 3 dB hybrd. The " Thru' cir¢uit s such that d; = ¢,
- - Theory and d- and e. and permits direct measurement of |, |° ;Lniu-.V" Substitu
20 susea Measurement tion of a 07/ 180" hybnd allows measurement of Re (¢, ¥y, while a 90
20 ~ L] -t R
Y : hybrid allows measurement of Im ¢ ¢, ). The switch shown 1s assumed to
g B be non-reflective. Noise power measurements are made at an intermediate
= ‘ trequency using an HP 8970 in noise power density mode.
Z 15 - [ .
= @ o
x T . ) . .
10 Ry ' sources to produce noise waves d, and d, given by
- 4
- ‘.’ B ‘ d] = + kT| AXT + kT:.\']: (2‘)
. - e
S5~ ' e Ve 1 _ k v 2
- d: = (3 + kT's:] + .'.T:.S:} (2&)
0 ——— S S S E S U SO P Power from the noise sources is written here in terms of
0 4 8 12 16 20 24 28 effective temperatures T, and 7>, each capable of taking
Frequency (GHz) on known hot 0- cold values. Waves d, and d» will have
(by measurable quantities
Fig. 9. Companson of theory and measurement of noise figure minimum
Fe (a) and noise resistance R, (b) tor the Fujitsu FHRO2X HEMT. The — — 5 N
theoretical plot was made with 7, = 1100 K |d|| = |(‘||' + kT, |S||l' + kT, ISIZI- (23) o
ldo] = lcol® + kT lsal® + kTofsal’ (24)
sess repeatability error, have restricted tuning and fre-
quency ranges. regunre.freqpent callbratlop. or cause Iow d,dt = |t + kTys;s% + kTaspsh. Q)
frequency oscillations in microwave transistors [19]. Di-
rect measurement of the noise wave parameters (|c,|?. The apparatus of Fig. 10 allows each of the at = un- @
—% S . . o ight- -si 5 i ]
c,ct. and |c2]?) is a simpler process due to their definition  known right-hand-side values to be obtained through a set
with respect to a normalizing impedance. gf noise power measurements. First, a **Thru’’ circuic is
The apparatus represented schematically in Fig. 10 has  inserted at the center of the apparatus such that d, = e,
been used to measure noise wave parameters. The DUT and d; = e,. Four noise power measurements are made
. . . . . . 2 B .
is shown with scattering matrix S and emanating noise of |d;|° and |d,|” using hot and cold values for both T,
waves ¢, and c,. At each port of the device, a circulator and 7. Using (23) and (24), this measurement data is suf- L
.. . . . . . . . 3 3 2
injects noise from a noise source into the device while ficient to solve for the six unknowns |c(|"[c2l°, |syif°,
. B . .. . . bl 2 .
terminating noise power that originates in the remainder  [5]°. 551]2, and }sy,|*. Measurement of noise wave cor-
of «he system. Noise waves ¢; and ¢, emanate from the relation can be accomplished with 3 dB hybrid couplers
network and combine with scattered noise from the [l4]. With a lossless 0°/180° 3 dB hybrid inserted such
®
L) . ' .
o ® o ® L ® -.-I I-. i RO . ".‘
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that
!
e = == {d, + dv (260)
V2
t
€ = T= (d| - d:) (27)
v2
the measured noise powers are given by
o i L — I |
ey T = Lod T+ I+ 2Red dB) ] 28)
leof = 4 dd 1+ - 2Re(did B 29
I

The difference in these values yiclds

w‘,}“ - I('_\[" = 2 Re ld.d})
= 2{Re (¢, cF) + kT, Re (5,8

+ l\/} RC (.\'D.\':*: )l (30)

where the values for le,|” and |e.|” have been compared
assuming consistent values of T and 7T>. The set of mea-
surements taken at hot and cold values for 7, and 7, now
results in solutions for unknowns Re (¢, ¢¥), Re (s;,53)).
and Re (5,55%). When the 0° /180° hybrid is replaced
with a 90° 3 dB hybrid, the difference in noise powers
becomes

e F = et = 2 Imidyd¥)

2[Im (e, ¢y + kT Im (s5%)

+ kT- Im (528 5)) (3D

and an additional set of measurements_now permits solu-
tion of the imaginary components Im (¢,c¥). Im (5,53,
and Im (s,-5%).

This system has been constructed and a series of mea-
surements performed at 4 GHz on a MESFET amplifier
over a range of bias currents. An HP 8970 noise figure
meter (in power denasity mode) was used to measure noise
power. A simple short-open-thru calibration procedure
was followed to compensate for losses and noise in the
apparatus. For experimental comparison. measurements
were made at the same bias points using the conventional
source-pull tuner technique. A mechanical slide-screw
turner was used and the additional measurements and cor-
rections recommended by Strid [22] were performed. The
results, in terms of standard noisc parameters, are com-
pared in Fig. 11. The similarities are surprising consid-
ering the dramatic differences in the measurement meth-
ods and their sourc~s of error: the tuner method has errors
due to tuner repeatability . unstable bias. and noise figure
measurement uncertainty; wave method errors are due to
uncertainty in temperatures T, and T, and a simplified cal-
ibration procedure (the dircctional couplers were assumed
to have ideal phase shifts).

The wave method of noise parameter measurement has
several advantages. It uses many off-the-shelf compo-
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Fig. 11. Comparison of the tuner and wave measurement methods in de-
termining the optimum reflection coeflicient T, (a). the noise tigure min-
wmum £, (b)), and the noise resistance R, (¢) of an amplifier based on
single Fujitsu FSC10 MESFET The measurements were performed at 4
GHz with amplifier bias current varied from 10-60 mA.
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nents, may be configured tor operatton at RE through nul-
himeter-wave trequencies. and requires no source-pull tu-
ner  In addinon o the wave  parameters. the
magnitudes of the scattering parameters. and the complex
saattenng parameter products o5 and s % are deter
muned. The syvstem ot equations that s mampulated
over-determined. and lends iselt o statstesb anadysis
Noise contributions from the measurement apparatus are
predicted by embedding equation (7). and may be re
moved by a cahibration procedure Many other contigu-
rations of the measurement apparatus of Figo 10 are pos
sible Withington [10}. for example. has presented a
stmular system that uses interferometnic measurements
Measurement accuracy and bandwidth may be improved
by using two LNAs and muxers. The directional coupler
substitutions described here are avoided by using the six-
port network described by Engen [23] as a single corre
lation network [24].

noiIse

IV, CoNclustons

The nose wave representation offers alternative anal-
ssise modeling and measurement technigues. Noise wave
analvsis may be performed solely in terms of distributed
circuit variables. Dernvation of noise wave parameters tor
many microwave components s a stratghttorward pro-
cess. requiring only scattering parameters and physical or
effective temperatures. The wave approach to nose pa-
rameter measurement offers advantages over comventional
methods. [t requires no source-pull tuner. uses off-the-
shelt components. and 1~ promising tor nullimeter-wave
applications.

APPENDIN
Noiwe wave parameters for active devices may be de-
rived from the standard noise parameters or calculated
from cquivalent circuit vatues. Interms of 7, T . and
R, the noise wave parameters are

—— ) N hkrl - Sy r"f“
A B B T A KA
I R
ki o™
€27 =Ny V( kT:mn rAii:Lﬁ‘) KR
\ IR
=y —sA Tkt sy s
oot o= - 'MJ_LE < A (34)
I+ rupl‘ S
where At ts the normalized temperature-energy given by
[\ '-UkluRn (]ﬁ)
o= 1T 35
Zu

and Z, is the normalization impedance. The inverse rela-

tions are
1+ sz
I B
AN
= leysy = sy Tl

ES_‘IF‘” + !rnm|:)

kt =

kTon =

min

AND ME ANLRENEN T

. U] 4
P \ 1 13%)
- 7’
where
L * L A Y
n RIVE
( A} [ - A}

Ihe mverse relations have heen somewhat simphitied
through use ot the identiiy

ST A TONIPER I S TR RN W3 M

Nose wave parameters tor the itrninsie MESEET and
HEM T wath the equivalent Grcurt given by Fig 4 may be
Wt N erms of scattening parameters of equinvatent ar
curt parameters. The scatterning matriy ot the equivalent
crreutt of Frg 4is enven by

e eCotr /)
‘ 0
b geCotr, » 70
S =
- 2e.r 4 r.o A
(r, « Zollt = oCour. ~ Zol r, + 7,

[N

Solving for the noise wave parameters using (17) ¢19) and
assuming constant values ot gate temperature T and dramn
temperature 7, gives

e MT v Zyew O,
A ) PR, 42y

O ]’*’:’u’)\(.;” (r_v\ . Z“i“
. T v e, e C
Ca 0y R B - [ERY)
tro. + Zp|l + o Cotr. + Zo |

WTror 2o,

R C s

« (ro + Zpfl - & Cotr,o ~ 2o |
kT, r, 2,
— eI (44

‘r.l\ + Zn)b ‘

These parameters are well behaved down to « = 0. but
low-frequency noise effects are not included. Frequency
dependent expressions for T, and T, may be used to in-
clude these effects.
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